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         Aardlekautomaten 1P+N Ex de  
         Earth leakage circuit breakers 1P+N Ex de

Ex markering:      II 2G Ex db eb IIC Gb (-20°C  Ta  60°C) 

 
Geschikt voor zone 1 en 2
Spanning: 230V / 50 Hz
Kortsluitstroom: 6 kA
Karakterstiek: C 
Aantal polen: 1P + N
Aansluitingen: 10 mm 
Gewicht: 1,1 kg

Conform de standaards: EN60079

≤ ≤

Technische informatie:                                                         Technical data:

Ex mark:      II 2G Ex db eb IIC Gb (-20°C  Ta  60°C) 

Can be used in zone 1 and 2
Voltage: 230V / 50 Hz.    
Breaking capacity: 6 kA
Curve type: C 
Number of poles: 1P + N
Connections: 10 mm 
Weight: 1.1 kg

≤ ≤

Meets the standards: EN60079
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Afmetingen
Dimensions

Type

Z0511 BFL  6 - 30
Z0511 BFL  6 - 300
Z0511 BFL10 - 30
Z0511 BFL10 - 300
Z0511 BFL16 - 30
Z0511 BFL16 - 300
Z0511 BFL20 - 30
Z0511 BFL20 - 300
Z0511 BFL25 - 30
Z0511 BFL25 - 300
Z0511 BFL32 - 30
Z0511 BFL32 - 300
Z0511 BFL40 - 30
Z0511 BFL40 - 300

  6 A /   30 mA
  6 A / 300 mA
10 A /   30 mA
10 A / 300 mA
16 A /   30 mA
16 A / 300 mA
20 A /   30 mA
20 A / 300 mA
25 A /   30 mA
25 A / 300 mA
32 A /   30 mA
32 A / 300 mA
40 A  /  30 mA
40 A / 300 mA

Rated current ( A )Illustration Wiring diagram
Nominale stroom (A)Afbeelding Aansluitschema

2 N

1 N

H
T

BFL Elektromagnetisch
BFL Electromagnetic

Ex db eb IIB Gb (-40°C  Ta  60°C) ≤ ≤Ex db eb IIB Gb (-40°C  Ta  60°C) ≤ ≤

5 stuks
5 pcs

2 stuks
2 pcs

T igh t th e scr ew sui tab l y a fte r th e o pa rat ion is f in ishe d

T YP: Z 8002/1

      II 2G Ex e IIC T6

       II 2D Ex tb IIIC IP66

         T YP: Z  80 02 /2
Tight the sc rew  s uit abl y aft er
the oparation is  f in is hed      II 2G Ex e IIC T6

      III 2D Ex tb IIIC IP66
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Besturingscomponenten
Control components


